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PANEL THICKNESS
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 .730±.003 
18.5±0.1

19.6±0.1
.770±.003

 67.5° 

 157.5°  157.5° 

 112.5° 

MASTER
KEY

             COLOR: BLACK

              PER QQ-N-290

 MATERIAL: NEOPRENE, BLACK
 "O" RING

VINYL PROTECTIVE CAP

EPOXY FILLED RECESS                             PER MIL-C-26074 
NICKEL PLATED

FINISH: ELECTROLESS
                      MATERIAL: BRASS

                               PANEL HOUSING

 PC TAIL PIN CONTACTS (2-9 #20)
 MATERIAL: CDA 360 HALF HARD BRASS
 FINISH: GOLD PER MIL-G-45204
              30 MICRO-INCHES THICK OVER
              50 MICRO-INCHES OF NICKEL

3/4-20 UNEF-2A MOD. THREAD 
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RECOMMENDED
PANEL CUT-OUT
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SEE NOTE 3

PANEL MOUNT FLAT
SEE NOTE 3

"X"

"Y"
MAT'L: UV PBT, BLACK

MALE INSERT

FACE VIEW
"A" KEYING

(SF4281-9APG-3ES SHOWN)

D FLAT
[18.3mm]

.720 ±0.005

.760
19.3
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DRAWING CREATED PER DOR 12-E149SL #25

SF4281-XXPG-3ES SF4281-XXPG-3ES
STANDARD PRODUCT

SHIELDED MULTI-CON-X

PANEL CONNECTOR ASS'Y
(2-9)-#20 PIN CONTACTS

09-01-16JDB

C AN 03-20-19

D

10-10-19

FLAG PER SPEC. XXXX

AND DECIMALS.
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= CRITICAL CHARACTERISTIC

5.      DIMENSIONS ARE REFERENCE UNLESS OTHERWISE SPECIFIED.
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         DIMENSIONS IN BRACKETS [ ] ARE METRIC.

DIM. 0.197 WAS 0.202. PER ECR 9338

REVISED SHIPPING/PACKAGING NOTES PER ECR'S 8587 & 8898

NOTES:

1.      FINISHED CONNECTOR ASSEMBLIES ARE PACKED INTO PARTITION BOX,  
TOTAL (25) PIECES PER BOX.
BOX IS LABELED WITH CONXALL PART NUMBER AND DATE CODE.

2.      HEX NUTS ARE BULK PACKED IN POLY BAG.
         PROTECTIVE CAP AND O-RING ARE INSTALLED ON CONNECTOR.
3.      MASTER KEY AT 12 O'CLOCK
         PANEL HOUSING FLAT AT 9 O'CLOCK
4 .     TERMINATING END OF CONNECTOR IS FILLED WITH BLACK EPOXY.                         

REVISED MALE INSERT MAT'L: FROM THERMOPLASTIC BLACK, 
MAROON & DARK GRAY TO UV PBT, BLACK PER ECR 9439

FILE:

71

FACE VIEW
"D" KEYING

1 7

FACE VIEW
"C" KEYING

[25.4mm]

                                         HEX NUT
                      MATERIAL: BRASS

FINISH: ELECTROLESS NICKEL PLATED
                              PER MIL-C-26074 

[28.6mm]

1.000
FLATS

R1.126
ACROSS

CORNERS
   

1 7

FACE VIEW
"B" KEYING

"---" HALF CLOSED FROM MATING END

DIMENSIONS IN BRACKETS [] ARE METRIC.

HOLE PATTERN CHART
POS. "X" "Y"

1 -0.106 0.106
2 -0.150 0.000
3 -0.106 -0.106
4 0.000 -0.150
5 0.106 -0.106
6 0.150 0.000
7 0.106 0.106
8 0.000 -0.045
9 0.000 0.075

HOLE PATTERN
ASS'Y P/N 1 2 3 4 5 6 7 8 9

SF4281-2XPG-3ES --- OPEN --- --- --- OPEN --- --- ---
SF4281-3XPG-3ES OPEN --- --- OPEN --- --- OPEN --- ---
SF4281-4XPG-3ES OPEN --- OPEN --- OPEN --- OPEN --- ---
SF4281-5XPG-3ES OPEN --- OPEN OPEN OPEN --- OPEN --- ---
SF4281-6XPG-3ES OPEN OPEN OPEN --- OPEN OPEN OPEN --- ---
SF4281-7XPG-3ES OPEN OPEN OPEN OPEN OPEN OPEN OPEN --- ---
SF4281-8XPG-3ES OPEN OPEN OPEN OPEN OPEN OPEN OPEN OPEN ---
SF4281-9XPG-3ES OPEN OPEN OPEN OPEN OPEN OPEN OPEN OPEN OPEN

KEYING: A
             B
             C
             D
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WIRE VIEW
(SF4281-9APG-3ES SHOWN)


